


INSITE LOGGER SPECIFICATIONS

Operating Temperature -20 to 125 °C (-4 to 275 °F)

Max Storage Time and Temperature 85 °C for 2 years (185 °F)

Max Temperature Measurement Range -10 to 110 °C (14 to 230 °F)

Temperature Accuracy ± 1 °C (-10 to 110 °C)/± 1.8 °F (14 to 230 °F)

Temperature Resolution 1 °C (1.8 °F)

Time Accuracy 20 seconds per month

Temperature Measurement Rate 1 minute (resolution for max/min)

Maturity Integration Period 1 minute

Physical Dimensions 17.15 x 8.89 x 2.54 cm (2.36 x 1.54 x 1.69 in)

Wire Gauge 16 AWG wire

INSITE CELLULAR REMOTE SPECIFICATIONS

Compatibility All InSite Loggers

Wireless Signal Range Based on cellular connectivity on job site

Battery Life
Up to 30 days at 15 min (Up to 60 days at 1 hr)
[6 hour charge, removable 21700 Li-Ion batteries]

Operating Temperature -4 to 140 °F (-20 to 60 °C)

Dimensions 5 x 8.7 x 2.8 in (127 x 220 x 72 mm)

Regional Availability North America and Select Countries

Cloud Sync Frequency 15 min (User selectable to 2 hours)
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